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7.2 Cleaning  

7.2.1 Cleaning parts inside the carrier 

WARNING! 

 

Never use flammable solvents such as alcohol, benzene or thinners for 
cleaning. 
They pose a fire and explosion hazard. 

 

1 Evaporator 

Fig. 7-1  Cleaning parts inside the carrier 
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3. Clear the carrier of all goods and merchandise. 
4. Disconnect the refrigeration unit from electricity by pulling the main plug. 
5. Open the doors of the carrier wide and fix them securely to prevent the doors 

thunk shut accidentally. 
6. Start applying compressed air from an appropriate distance of at least 1 ft be-

fore you get closer. 
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7.2.2 Cleaning parts outside the carrier 

WARNING! 

 

Avoid electric shock. 
Always disconnect the refrigeration unit from power supply before you 
remove the main cover. 
Use a safe working platform during maintenance to avoid injuries from 
falling. 
Never use flammable solvents such as alcohol, benzene or thinners for 
cleaning. 
They pose a fire and explosion hazard. 
Never touch the pipes or any component inside the refrigeration unit. 
The pipes can easily break or leak refrigerant. Leaking refrigerant can cause 
severe bodily injuries. 
Wear ANSI approved eye protection and working gloves. 
Read the First Aid Instruction of the Installation Manual. 
Be prepared and know exactly how to react upon accidental contact with leak-
ing refrigerant. 
Avoid contact with the sharp edges of the fan or condenser to prevent 
cuts, scratches or abrasion. 

 

1 Condenser 2 Main cover 

Fig. 7-2  Cleaning parts outside the carrier 

1. Disconnect the refrigeration unit from electricity by pulling the main plug. 
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2. Loosen and remove the four fastening screws of the main cover (2) by turning 
them counter clockwise with a screwdriver. 

3. Set the four fastening screws aside to reuse them when you are ready to reat-
tach the main cover (2). 

4. Lift off the main cover (2) from the trailer’s wall. Keep it in a dry and clean place 
for later use. 

 

NOTICE 

 

Always mount main cover (2) before operating the refrigeration unit. Do not 
operate the refrigeration without main cover (2). 

 
5. Clean the condenser (1) by blowing compressed air top down through the fins. 

Keep appropriate distance as the fins easily bend and breaks. 
6. Attach the main cover (2) at the trailer’s wall. 
7. Fasten the main cover (2) with the four fastening screws by turning the fas-

tening screws clockwise with a screwdriver. 
8. Connect the refrigeration unit to electricity by plugging in the main plug. 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



Operation Manual 
Stationary Trailer Refrigeration Unit  

 

71.01.120 / 00 Page 27 
Copyright by GOVI GmbH 2013. The reproduction of this document or any part there of is prohibited! The right is reserved to make technical changes in the course of further development! 

8 Troubleshooting  
Table 8-1 Troubleshooting 

Symptoms Problem Action 

The refrigeration 
unit does not start  

No power 

1. Check that the display 
is on (button 
ON/OFF). 

2. Check the power 
supply. 

Safety fuse is blown. Call for service. 

The refrigeration 
unit does not cool, 
the fan inside the 
carrier does not 
turn. 

No power 

3. Check that the dis-
play is on (button 
ON/OFF). 

4. Check the power 
supply. 

The refrigeration 
unit does not cool, 
the fan inside the 
carrier works. 

Target temperature is set 
too high. 

Set target temperature to 
recommended temperature. 

Malfunction of thermostat Call for service. 

High pressure switch is 
tripped. 

1. Make sure that the 
condenser is clean 
and that the outer fan 
is turning. 

2. Make sure that the 
main cover is mount-
ed correctly. 

3. Call for service. 

The refrigeration 
unit cools insuffi-
ciently. 

Ambient temperature ex-
ceeds maximum 

1. Check for cold air 
leaks. 

2. Choose a colder loca-
tion. 

Refrigerant is leaking. Call for service. 

Condenser is obstructed. Clean condenser. 

Malfunction of fans Call for service. 

Air circulation of conden-
ser section is blocked. 

1. Ensure sufficient 
space for air circula-
tion. 

2. Remove any objects. 
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Symptoms Problem Action 

Circulation of air inside the 
carrier is impaired. 

Check objects in the carrier. 
Remove objects obstructing 
the air circulation. 
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Symptoms Problem Action 

The refrigeration 
unit switches on 
and off automatical-
ly.  

Target temperature is not 
set. Set target temperature. 

Defective temperature 
sensor Call for service. 

Water leaks out of 
the refrigeration 
unit. 

The drain hose is ob-
structed. 

Remove objects that ob-
struct the drain hose by us-
ing compressed air. 

Icing of the evapo-
rator 

The door of the carrier is 
open. Close the door. 

Defective fan in the carrier Call for service. 

Malfunction of defrost 
heating Call for service. 

No light in the carri-
er No power 

1. Briefly press the but-
ton ON/OFF. “AUX” 
lights up. 

2. Check that the bulb in 
the refrigeration trailer 
works. 

3. Check the power 
supply to the lights. 

4. Call for service. 

 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



 

Operation Manual 
Stationary Trailer Refrigeration Unit 

 

Page 30 71.01.120 / 00 
Copyright by GOVI GmbH 2013. The reproduction of this document or any part there of is prohibited! The right is reserved to make technical changes in the course of further development! 

9 Index and summary 

Index 
    Air intake 13 
    Air outlet 13 
    Cleaining 22 
    Display 14 
    DOWN-Button 17 
    Intended Use 6 
      Lamp switch 14 
    Main cover 13 
    Maintenance 21 
    Notice 4 
    OPERATION-Button 19 
    ON/OFF switch 14 
    Protection cover 13 
    Refrigerant 13 
    Safety alert symbols 4 
    Safety messages 4 
    Safety Precautions 5 
    SET-Button 17 
    Target temperature 13 
    Troubleshooting 26 
    UP-Button 17, 19 

 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



Operation Manual 
Stationary Trailer Refrigeration Unit  

 

71.01.120 / 00 Seite 31 
 

     
 

Summary of figures 
     Fig. 3-1  Nameplate ............................................................................................................................... 8 
     Fig. 3-2  Dimensions ............................................................................................................................. 9 
     Fig. 4-1  Functional schematic ............................................................................................................ 11 
     Fig. 4-2  Overview of refrigeration unit ................................................................................................ 13 
     Fig. 5-1  Operating elements............................................................................................................... 15 
     Fig. 6-1  Operating .............................................................................................................................. 17 
     Fig. 6-2  Operating .............................................................................................................................. 19 
     Fig. 6-3  Operating .............................................................................................................................. 21 
     Fig. 7-1  Cleaning parts inside the carrier ........................................................................................... 23 
     Fig. 7-2  Cleaning parts outside the carrier ......................................................................................... 25 
     Fig. 10-1  User manual ........................................................................................................................ 32 
     Fig. 10-2  Wiring diagram .................................................................................................................... 33 

  

Summary of tables 
     Table 3-1 Technical data ..................................................................................................................... 10 
     Table 3-2  List of material .................................................................................................................... 10 
     Table 8-1 Troubleshooting .................................................................................................................. 27 

 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



 

  
 

10   Appendix 

  10.1 User manual 

 

  Fig. 10-1  User manual 
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  10.2 Wiring diagram 

 The current wiring diagram is attached on the inside of the main cover. 

 

F1 Main fuse K1 Refrigerate relay S2 On/Off switch 
F2 Control fuse HP1 HP pressure control H1 Interior lighting 
M1 Compressor motor TC1 Temperature controller Y1 Hot gas solenoid valve 
M2 Condenser fan motor 1Z15 "Defrost" probe Y2 Hot gas defrost solenoid valve 
M3 Evaporator fan motor 1Z16 "Room " probe   
R1 Drain pipe heating S1 Room - light switch   

Fig. 10-2  Wiring diagram 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



 

  
 

 

 
 
 
 



Operation Manual 
Stationary Trailer Refrigeration Unit  

 

71.01.120 / 00 Seite 35 
 

 
 
 

501 N. Grandview Avenue #135
Daytona Beach, FL 32118
Email: sales@govitrailerrefrigeration.com

Inc.

govitrailerrefrigeration.com

GOVI Inc.

Inc. GOVI Inc. (USA)

GOVI GmbH (Germany)



 

  
 

 



Operation Manual 
Stationary Trailer Refrigeration Unit  

 

71.01.120 / 00 Seite 37 
 

 


